
Thank You for purchasing your new  

BigBully Billet Catch Can!  
Please read the directions below thoroughly to help guide you and understand 

how to setup and install the catch can.  

Installation for the 3.5L engine on pages 2 through 8 

Reference pictures for the 5.7 and 6.1 on page 9 

copyright 2009-2011 3GCUSTOMZ.COM  



Each Package should contain the following: 

 

1 Big bully catch can  

1 mounting bracket (supplied bracket varies and is dependant on engine size) 

2 90 degree NPT fittings 

1 junction/mender—double barbed fitting 

2 approximately 3-foot hoses 

1 long bolt and locking nut with accompanying washers (2) 

1 short bolt and locking washer 

Tools Needed: 

10MM deep well ratchet or wrench 

Allen key 

Allen key 
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Instructions: 
 

1. Take the two 90 degree fittings and hand tighten them into the catch can. One 

goes on each side.  

The ideal position varies per engine. Note if your looking at the small threaded 

bracket mounting hole in the catch can the 90 degree fittings should be pointing 

at you for proper install on the 3.5L 

If you have the 5.7L or 6.1 it’s the opposite if your looking at the small threaded bracket  

mounting hole; the fittings should be pointing away from you.  
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Instructions: 
 

2. Now its time to set the can aside for a minute and move to the catch can  

mounting bracket. Its suggested to mount the bracket to the car before mounting 

the bracket to the catch can, to ensure the position you want and avoid              

unnecessary scratches on the catch cans surface from any tools used.  

• Put one washer on the front of the bolt and push through bracket and then 

through the  mounting hole on the engine.  

• Put on the second washer on the backside of the  bolt and now hand tighten the 

lock nut.  

• Apply the 10mm wrench to the lock nut while holding the allen key in the 

bolts head. Tighten down the bolt until mounting bracket is firm.  
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Instructions: 
3. Now its time to mount the bracket to the catch can. Take the small 

bolt and put the locking washer on the bolt. Now place the bolt through 

the bracket and hand tighten it into the small threaded bracket mounting 

hole on the catch can. Take the allen key and tighten the bolt making 

sure the catch can is mounted as vertical as possible. Avoid moving the 

catch on the bracket to prevent scratching the catch cans surface 

Note: The mounting bracket pictured is in a 10 

o clock position so the catch cans rubber hoses 

would not rub up against the CAI’s finish. 

NOT required but done by preference.  
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Instructions: 
4. Now its time to tie the catch can into the PCV and plenum. Looking 

at the back of the 3.5L to the left of the cold air intake/throttle body you 

will see three hoses. The farthest hose; we will call it hose 3 is where 

the catch can will tie in.  
• Pull hose 3 off of the nipple on the plenum.  
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• Insert the brass junction/ mender into now open hose end until it hits the center 

stop 

• Now route that hose out of the way of moving parts to one of the 90 degree 

brass fittings on the catch can and push the hose onto the fitting  

 NOTE: It does not matter which 90 degree fitting on the catch can the hose 

is pushed onto 

• Take the 2nd supplied rubber hose and put the hose on the remaining 90       

degree fitting on the catch can. Route this rubber hose near the first rubber 

hose to the now open nipple on the plenum. 

• Press the rubber hose onto the nipple. 

• Take one of the       

supplied hoses and 

push it onto the other 

end of the junction 

mender until it hits the 

center 
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Congratulations!  
Install is complete. You have now successfully tied your catch can in between the 

pcv valve and plenum. After a few thousand miles you will notice your catch can 

accumulating recycled oil.  

 
Maintenance  

It is recommended to frequently unscrew the can of the big bully catch can and 

empty it out. Some people get into the habit of emptying during there oil change 

intervals. NEVER over tighten the catch can bottom to the top. This could   

potentially lock them together and make it near impossible to separate   

without damage 

 

Cleaning 

To preserve the luster of the polished catch can it is advised to never use harsh 

chemicals or cleaning products on the surface of the big bully catch can or it 

could permanently damage the finish.  

To clean the catch can a simple wipe down with car wash soap and water will  

suffice with a gentle cloth or towel that is clean of dirt or other contaminates.  
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The following pictures are of typical installations for vehicles equipped with the 

5.7 and 6.1 engines.  
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