
 
 

3.6 Pentastar BigBully Catch Can  

Installation Instruction Sheet 

 

 
Please Read Carefully 
 

Our 3.6 Pentastar BigBully Catch Can is designed to fit in front of the 
stock engine area. If you have altered this area in any way then it is 

your responsibility to do a test fitment to confirm it will fit. 
 

Make sure it fits correctly and there no interferences. 
 

Be sure that you have proper clearance on the top, back, sides and 

bottom and nothing is rubbing. 
 

 
Installation of the 3.6 BigBully Catch Can 
 
 
Remove the factory bolt as shown in (figure “A”) but set aside as it will 
be used as described later on. 

 
 



 
 

 
Now install the (2) 90 Degree brass fittings into the threaded holes on 

the Catch Can top and orient them downward shown in (figure “B”). 

Tighten but do not over tighten. 
 

 



 
 
  

Next install the Catch Can 4-1/4” spacer to the Catch Can top using 

the 1/4-20 x 3/4” Stainless Steel Socket head cap screw and 1/4” 
Stainless Steel High collar lock washer as shown in (figure “B”). You 

will need a long Allen wrench to complete this step. Once again tighten 
but do not over tighten.  

 
You can now assemble the Catch Can with 4-1/4” spacer to the Catch 

Can (3) hole mounting bracket with the 1/2-13 x 3/4” Stainless Steel 
button head screw and 1/2” Stainless Steel Internal star washer. This 

step has to be completed prior to mounting the assembly to the 
engine. Orientate as shown in (figure “C”) and then tighten. 

 



 
 

 
You can now install your Catch Can assembly to the engine as shown 

in (figure “D”). Re-install the factory bolt loose. Next slide the Catch 

Can 1/2” spacer between the engine and the Catch Can (3) hole 
mounting bracket. Next insert the 1/2-13 x 2-1/2” Stainless Steel 

Socket head cap screw with 1/2” Stainless Steel washer. Once in place 
install the other 1/2” Stainless Steel and finish with the 1/2” Stainless 

Steel self locking nut then tighten. Tighten the factory bolt also. 
 

Note: 
 

If you have our BigBully CAI installed make sure that the BigBully CAI 
support bracket is placed between the engine and Catch Can (3) hole 

mounting bracket as shown in (figure “D”). You will also need to install 
the BigBully CAI 1/2” aluminum washer between the engine and the 

Catch Can (3) hole mounting bracket where the factory bolt is as 
shown in (figure “D”). 

 



 
 

 
Your Catch Can is now installed we can now install the crankcase 

tubes. Remove the crankcase evacuation tube as shown in (figure 

“E”). 
 

 



 
 

 
Take the (2) 5/8” x 54” Rubber Hoses and install (1) on the drivers 

side and (1) on the passengers side be sliding them onto the end 

where you previously removed the crankcase evacuation tube.  
 

Route the (2) hoses along the passenger side as shown in (figure “E”) 
and when you get to the front of the engine compartment loop the two 

hoses under the radiator hose and cut to fit into the (2) Catch Can 90 
degree brass fittings. You can zip tie the hoses in place to suite. 

  
 

Now that you have everything installed go ahead and make final 
adjustments so everything looks and fits good and there is no rubbing 

and when you are happy with the fit then go ahead and make sure all 
bolts are tighten.  
 
 
 
 
 
 



The following was included in the shipping container 

 
(1) BigBully Catch Can 

(1) Catch Can (3) hole mounting bracket 
(1) Catch Can 4-1/4” spacer 

(1) Catch Can 1/2” spacer 
(2) 90 Degree brass fittings 

(1) 1/4-20 x 3/4” Stainless Steel Socket head cap screw 
(1) 1/4” Stainless Steel High collar lock washer 

(1) 1/2-13 x 3/4” Stainless Steel button head screw 
(1) 1/2” Stainless Steel Internal star washer 

(1) 1/2-13 x 2-1/2” Stainless Steel Socket head cap screw 
(2) 1/2” Stainless Steel washers 

(1) 1/2” Stainless Steel self locking nut 
(1) BigBully CAI 1/2” aluminum washer 

(2) 5/8” x 54” Rubber Hoses 

(1) Instruction/installation sheet 
 

 
 


